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Varilite VL800 ProPar

1.The fly rail is located 23' above SL. There are 26 hempsets and 
15 double purchase counterweights operated from the fly rail loft 
position. Weight loading is done from a 3rd level loft above fly loft.
Maximum counterweight load for moving scenery is 750 lbs,
static load is 1100 lbs. Maximum hempset load for moving scenery 
is 300 lbs, static load is 900 lbs.  
2.The painted and red curtains are single purchase, operated from 
DSL. 
3.The 192 Strand CD80 dimmer rack is located 23' above SR. 
4.Both lofts onstage framing faces are 21' from center stage. This 
means nothing wider than 42' can fly higher than 23'. 
5.The grid is 60' in height and is constructed of wood but is 
reinforced with steel. All rigging points from the grid must be hung 
in the loft block wells only. 
6.There are two wooden truss beams which support the roof and 
grid structure. The center of these beams are located at 12' and 
24' from the stage 0'0" line. Nothing can fly or rig in the space they 
occupy. 
7.The pit thrust is spiral driven by GALA.100% adjustable height 
from stage level to 7'1-1/2" below stage level. 
8. 4-Spotlights are Super Trooper 1600 long throws. 
9. Lighting console is an ETC Gio @ 5 
10. The auditorium is multi-level which consists of an Orchestra 
Level, Mezzanine Balcony and Grand Tier. The closed Spotlights 
Booth and Lighting Booth are located on the Grand Tier. The open 
air Sound Booth is located on the Mezzanine Balcony.  
11. There are no rigging points in the auditorium for audio clusters.
12. There is not a balcony rail lighting position.  

Jeffery M. Pye TD 409-770-5071                    jpye@thegrand.com  

The Grand 1894 Opera House
     Standard Lighting Plot


